STREET - ROAD LUMINAIRES / SOKAK - YOL ARMATURLERI GESTAS
LIGHTING

GSD-T

BODY : Aluminium Injection & Electrostatic
Painted Body

GLASS/DIFFUSER  : Tempered Glass

REFLECTOR : Special Coated Aluminium
Reflector For Maximum Reflection
and Efficiency

ELECTRICAL COMP : On Module, High Efficient Ballast,
Ignitor, Capacitor (Optional)

PROTECTION CLASS: IP 65/ 43

OTHER FEATURES : High Temperature and Impact
Resistancy.
Diameter 42-60 mm. / Horizontal
Installation
Easy Removable and Serviceable
Electrical Components Kit.
Galvanized Ballast and Electrical
Components Connection Kit.

rr £a Stainless Steel Latches

- 4?5@ FJ m j@; 62/53 Reflector IP65, Ballast Part IP43

Protection Class

Outdoor Horizontal Montage ~ Pole Etrance  Road Lighting  Highway Lighting Magnetic Ballast
Dis Mekan Yatay Montaj Direk Boru Capt Yol Aydinlatma — Otoyol Aydwlatma — Manyetik Balast USAGE AREAS : Roads. Hi ghw ays Surroundin g
Area Lightings, Walkways, Streets

and Various Outdoor Lighting

Applications

GOVDE : Aluminyum Enjeksiyon &
Elektrostatik Boyall Gévde

CAM/DIFUZOR : Temperli Cam

REFLEKTOR : Maksimum Yansima ve Verim igin
Ozel Kaplamali Aliminyum
Reflektor

ELEKTRIKSEL KOMP: Kit Halinde, Y iksek Verimli Balast,
Ignitér, Kondansator (Opsiyonel)

KORUMA SINIFI 1P 65/43

DIGER OZELLIKLER : Yiksek Isi ve Darbe Dayanimi.
Cap 42-60 mm / Yatay Montaj
Kolay Cikarilabilir ve Servis
Verilebilir Elektriksel Elemanlar

Electrical and Optical compartment reached by opening All electrical components are fixed on a Galvanized Kisimi )
the stainless steel latch positioned in front of the luminaire Metal tray. A supporting arm holds upper housing open Galvaniz Balast ve Elektriksel
and by moving the upper housing up. during servicing and maintenance operations. Elemanlar Baglanti Kiti.

Paslanmaz Celik Mandallar
Reflektor kismi P65, Balast Kismi

Elektriksel ve optik bélime armatir 6n kisminda konum- Tum elektriksel komponentler Galvaniz sase Ulzerine P43 koruma sinifi

landinimis celik klipsin agilmasi ve Ust kapagin yukari toplanmistir. Bir adet tasiyici kol servis ve bakim is-

kaldiriimasi yoluyla ulasilabilinmektedir. lemleri siiresince armatiriin st kapagini agik tutmak- KULLANIM ALANLARI : Caddeler, Otoyollar, Cevre
tadir. Aydinlatmalari, Gezinti Yollar,

Sokaklar, Her Tur Dis Mekan
Aydinlatma Uygulamalari

Reflector part sealed to achieve IP65 degree.
Lampholder can easily removed bymoving 2 steel spring clips.

Reflektor kismi IP65 koruma seviyesi elde edilebilmek
Uizere conta ile izole edilmistir. Ampul tutucu 2 gelik yayin
hareket ettiriimesi ile yerinden ¢ikartilabilinmekte ve bu
sekilde ampule kolayca midahale edilebilmektedir.

LAMP TYPE SOCKET A (mm) B(mm) H(mm) KG. BOX/ KOLi
\ 1X7T0W SOD. //MH.  E27 300 660 200 4,2 (mm)
% 1x125 W MER. E27 300 660 200 42 ——
\ 1x100/ 1x150W SOD. E40 300 660 200 4,6 205 #""ﬁ B |
\ 1x100/ 1x150W M.H. E40 300 660 200 4,5 310 680
\ 1x250 W SOD. //M.H. E40 300 660 200 55 A
\ 1x250 W MER. E27 300 660 200 49
\ 1x400 W SOD. E40 300 660 200 57
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