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BODY : Aluminium Extrusion Housing,
Electrostatic Painted Side

GLASS/DIFFUSER  : Tempered Glass
REFLECTOR :-

ELECTRICAL COMP : Switch Mode, Constant Current
LED Power Supply

PROTECTION CLASS: IP 66

OTHER FEATURES : High heat and shock resistancy
Optimum light distribution
Maximum resistency to dust and
water,Easy Accesable
Electrical Components,

b Compartment intervene part of

electrical components,

Silicon Gasketing

+90° Orientable Pole Entrance

USAGE AREAS : Roads, Highways, Surrounding
Area Lightings, Walkways, Streets
e and Various Outdoor Lighting
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Outdoor Multiangle Fixing _ Pole Etrance  Road Lighting  Highway Lighting LED Lens Optics
Dus Mekar Vil o Direk Boru Capt Yol Avdlaima  Otoyol Avdinlatm LED Oprik Lens

LAMP TYPE A (mm) B(mm) H(mm) K.G. KELVIN
=\ 135W SMD Led 300 680 80 11,50 2700 - 6500
= 150W SMD Led 300 680 80 11,50 2700 - 6500
=\ 180W SMD Led 300 680 80 12,10 2700 - 6500
=\ 200w SMD Led 300 680 80 12,50 2700 - 6500
= 220W SMD Led 300 680 80 12,50 2700 - 6500
225W SMD Led 300 680 80 12,50 2700 - 6500

= 300W SMD Led 300 680 80 13,00 2700 - 6500
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